
800.595.9663

Moonlight
Touch-Up Kit

RECOMMENDED 
Damage has not penetrated to bare wood 

1)   Apply finish/topcoat using applicator provided within the topcoat bottle found  
in your touch-up kit. Finish will apply in a wider swath than the scratch.

2)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain.

IF NECESSARY 
Damage has penetrated to bare wood 

1)   If necessary, sand very gently using a fine grit sandpaper such as 220 grit or 
finer. This should only be done to knock down any fibers sticking up above the 
surface of the wood. This is not intended to sand down into layers of color or 
finish.

2)   Using the included Sharpie Metallic Silver Oil stain marker, apply stain down 
into the gouge. Stain will remain on the surface of the wood around the margins 
of the gouge. This is normal and will be further removed in the finishing step. 
Let sit for approximately 10 seconds and then lightly wipe.

3)   Using the included Concord Honey stain marker, apply stain down into the 
gouge and work the marker over the silver metallic coloring to blend and warm 
it. Stain will remain on the surface of the wood around the margins of the 
gouge. This is normal and will be further removed in the finishing step. Let sit 
for approximately 10 seconds and then lightly wipe.

4)   Apply finish/topcoat using applicator provided within the topcoat bottle found  
in your touch-up kit. Use the applicator to help blend the colors further. Finish 
will apply in a wider swath than the scratch.

5)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain. 



800.595.9663

Granite Dream
Touch-Up Kit

RECOMMENDED 
Damage has not penetrated to bare wood 

1)   Apply finish/topcoat using applicator provided within the topcoat bottle found  
in your touch-up kit. Finish will apply in a wider swath than the scratch.

2)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain.

IF NECESSARY 
Damage has penetrated to bare wood 

1)   If necessary, sand very gently using a fine grit sandpaper such as 220 grit or 
finer. This should only be done to knock down any fibers sticking up above the 
surface of the wood. This is not intended to sand down into layers of color or 
finish.

2)   Using the included Sharpie Metallic Silver Oil stain marker, apply stain down 
into the gouge. Stain will remain on the surface of the wood around the margins 
of the gouge. This is normal and will be further removed in the finishing step. 
Let sit for approximately 10 seconds and then lightly wipe.

3)   Using the included Blacksmith (BS) stain marker, apply stain down into the 
gouge and work the marker over the silver metallic coloring to blend and warm 
it. Stain will remain on the surface of the wood around the margins of the 
gouge. This is normal and will be further removed in the finishing step. Let sit 
for approximately 10 seconds and then lightly wipe.

4)   Apply finish/topcoat using applicator provided within the topcoat bottle found  
in your touch-up kit. Use the applicator to help blend the colors further. Finish 
will apply in a wider swath than the scratch.

5)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain. 



800.595.9663

Optimistic Stone
Touch-Up Kit

RECOMMENDED 
Damage has not penetrated to bare wood 

1)   Apply finish/topcoat using applicator provided within the topcoat bottle found  
in your touch-up kit. Finish will apply in a wider swath than the scratch.

2)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain.

IF NECESSARY 
Damage has penetrated to bare wood 

1)   If necessary, sand very gently using a fine grit sandpaper such as 220 grit or 
finer. This should only be done to knock down any fibers sticking up above the 
surface of the wood. This is not intended to sand down into layers of color or 
finish.

2)   Using the included Sharpie Metallic Silver Oil stain marker, apply stain down 
into the gouge. Stain will remain on the surface of the wood around the margins 
of the gouge. This is normal and will be further removed in the finishing step. 
Let sit for approximately 10 seconds and then lightly wipe.

3)   Using the included Concord Honey stain marker, apply stain down into the 
gouge and work the marker over the silver metallic coloring to blend and warm 
it. Stain will remain on the surface of the wood around the margins of the 
gouge. This is normal and will be further removed in the finishing step. Let sit 
for approximately 10 seconds and then lightly wipe.

4)   Apply finish/topcoat using applicator provided within the topcoat bottle found  
in your touch-up kit. Use the applicator to help blend the colors further. Finish 
will apply in a wider swath than the scratch.

5)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain. 



800.595.9663

Mountain Top
Touch-Up Kit

RECOMMENDED 
Damage has not penetrated to bare wood 

1)   Apply finish/topcoat using applicator provided within the topcoat bottle found  
in your touch-up kit. Finish will apply in a wider swath than the scratch.

2)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain.

IF NECESSARY 
Damage has penetrated to bare wood 

1)   If necessary, sand very gently using a fine grit sandpaper such as 220 grit or 
finer. This should only be done to knock down any fibers sticking up above the 
surface of the wood. This is not intended to sand down into layers of color or 
finish.

2)   Using the included Sharpie Metallic Silver Oil stain marker, apply stain down 
into the gouge. Stain will remain on the surface of the wood around the margins 
of the gouge. This is normal and will be further removed in the finishing step. 
Let sit for approximately 10 seconds and then lightly wipe.

3)   Using the included Sharpie Metallic Gold Oil stain marker, apply stain down 
into the gouge. Stain will remain on the surface of the wood around the margins 
of the gouge. This is normal and will be further removed in the finishing step. 
Let sit for approximately 10 seconds and then lightly wipe.

4)   Using the included Concord Honey stain marker, apply stain down into the 
gouge and work the marker over the silver and gold metallic coloring to blend 
and warm it. Stain will remain on the surface of the wood around the margins of 
the gouge. This is normal and will be further removed in the finishing step. Let 
sit for approximately 10 seconds and then lightly wipe.

5)   Apply finish/topcoat using applicator provided within the topcoat bottle found in 
your touch-up kit. Use the applicator to help blend the colors further.  Finish will 
apply in a wider swath than the scratch.

6)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain. 



800.595.9663

Swaying Hammock
Touch-Up Kit

RECOMMENDED 
Damage has not penetrated to bare wood 

1)   Apply finish/topcoat using applicator provided within the topcoat bottle found  
in your touch-up kit. Finish will apply in a wider swath than the scratch.

2)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain.

IF NECESSARY 
Damage has penetrated to bare wood 

1)   If necessary, sand very gently using a fine grit sandpaper such as 220 grit or 
finer. This should only be done to knock down any fibers sticking up above the 
surface of the wood. This is not intended to sand down into layers of color or 
finish.

2)   Using the included Sharpie Metallic Silver Oil stain marker, apply stain down 
into the gouge. Stain will remain on the surface of the wood around the margins 
of the gouge. This is normal and will be further removed in the finishing step. 
Let sit for approximately 10 seconds and then lightly wipe.

3)   Using the included Concord Honey stain marker, apply stain down into the 
gouge and work the marker over the silver metallic coloring to blend and warm 
it. Stain will remain on the surface of the wood around the margins of the 
gouge. This is normal and will be further removed in the finishing step. Let sit 
for approximately 10 seconds and then lightly wipe.

4)   Apply finish/topcoat using applicator provided within the topcoat bottle found  
in your touch-up kit. Use the applicator to help blend the colors further. Finish 
will apply in a wider swath than the scratch.

5)   Take a soft cloth and gently buff the finish, starting in a circular motion and 
ending with movements in the direction of the wood grain. 


